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1. Name

-

historic Loulsv1lle Mun1c1pal Bridge, Plyons and Administration Bulldlng

and/or common George Rogers Clark Memorlal Brldge, Pylons and Admlnlstratlon Bulldlng

2. Loca‘hon e e P L

-+ T'Between Louisville, Kentucky and Jeffersonv:Llle, Rl el e D Lo A
street & number Indiana over the Ohio River -~ . not for publication
= i, Administration.Building, 315 N..Illinois Ave. == ... i R
city, town Jeffersonville, Tndiana 12 vicinity of eengiessienmkalisitie= :
Kentucky . ... .. ... 021 .. . .. Jefferson - I .o o Lllon
state Tndiana ' “code 018 . county Clark S code 019 ..
3. Classification ' "
Category - - Ownership - - Status - -+ Present Use e
-1a._ district - -2 public - - X__ occupied - -+ .- D& agriculture - -° Na _museum ~  ~"
X building(s) Ra_private - ... .. X__unoccupied .- - X__commercial -~ mna_ park - e
X __ structure . X both .- L na work in progress  ..Nna educational .. .. na_ private resuience
na - site ... . Public Acquisition Accessible = = na_entertainment na_ religious fil
na_ object 1n4a_ in process ) X __vyes: restricted 1na_ government  na_ scientific ol
na_ being considered X __ yes: unrestricted na. industrial : X___ transportation
na_ no _na- military na—. other:

4. Owner of Property

name See Continuation Sheet,

street & number NA

city, town , NA NA vicinity of . _state NA

5. Location of Legal Description

(see also cont, sheet)
courthouse, registry of deeds, etc. Commonwealth of Kentucky, Department of Highways

street & number State Office Building

city, town Frankfort state Kentucky

6. Representation in Existing Surveys

Kentucky Department of Transportation Survery of Bridges

title Bureau of Highways, Division of has this property been determined eligitle? NA yes X no
Environmental Analysis
date 1982 NA federal X__state NA county NA__ ocal

depository for survey records Kentucky Department of Transportation

city, town Frankfort state Kentucky




7. Description

Condition Check one Check one

na_ excellent _na deteriorated _X_ unaitered X original site

x__ good _na ruins _X . altered na moved date NA
na- fair _Da unexposed

Describe the present and original (if known) physical appearance

The Louisville Municipal Bridge spans the Ohio River between Louisville, Kentucky and
Jeffersonville, Indiana, It is one of six bridges which crosses the Ohio at Lou15v1lle;v
three highway bridges, two railroad bridges and one abandoned bridge.

Constructed in 1928-295'the Louisville MuniCipal'Bridge'is,a'single:deck;'six span
cantilever truss bridge, with Warren through trusses. The eight piers are of ashlar
stone, .one anchored on ‘eéach bank of the river. The bridge design is as follows: "an
anichor arm from Pier I to Pier II, 362' long; a cantilever structure from Pier II to
Pier III, 820' long; and anchor arm from Pier III to Pier IV, 500' long; followed by
-~ a dupllcate structure consisting.of an .anchor arm from.Pier .IV.to.Pier V, 500' long;
a cantilever structure from Pier V to Pier VI, 820' long; .an .anchor arm from Pier VI

- to Pler VII, 362’6" long and a s;ngle span vfrom Pler VII to Pier. VIII .376' long."

"The length of the brldge proper is 3740', w1th a 1200 foot Jeffersonv1lle approach
and 800 foot Louisville approach. The four lane roadway is approximately 40' wide
with five-foot walkways on either side..

The bridge approaches on both sides of the river are flanked by smooth limestone pylons,
The pylons are Art Deco in style, with engaged, fluted columns topped by sculptured eagles.
The Kentucky pylons bear Kentucky state ksymbols and the incised words "Kentucky" on

both sides. The Indiana state symbols}the name "Indiana" are similarly treated on the
Indiana pylons. An Art Deco lantern tops each pylon. The pylons are approx1mately 14°
long, 5" wide and 30" £all. (see photos 12, 14, 15 - Flgure 1

The Municipal Brldge Administration Building, located on the Jeffersonville side of the
river, is a two-story limestone structure on a raised basement. The main entrance of

the building is on the east side. Five steps rise centrally to a pair of bronze doors
with a transom which originally held a cast iron grill shaped as a crest with the initials
"MB" in the center. This grill is no longer in place. The push bars for the doors, however,
are cast bronze in stylized dolphin motifs. A limestone panel is located above the entrance
with the name "Louisville Municipal Bridge" incised. Stone pilasters divide the three
facade bays. Steel casement windows with single transoms are used in all first floor
openings and smaller, nearly square steel casement windows for the third floor. The
basement windows are steel casement types with wrought iron grills. (See photos 5, 7-
Figures 3, 4) : '

The west elevation, which originally faced the toll booths, does not have the stone

pilasters of the east facade and has considerably more fenestration. The first floor,
central bay contains a central door flanked by windows, all three of identical design;
casement, steel with single transoms. Each is crowned by a stone panel with the name

of the bridge incised over the door and "MCMXXVIII" over each window. A delicate, shallow,
Art Deco balconette projects from the facade and encases thlS ‘bay. Windows flank the central
bay and there are five second floor and basement windows. (See photo 6 - Flgure 3)

lRalph Modjeski and Frank M. Masters, The Louisville Municipal Bridge; Final
Report. ND
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DESCRIPTION CONT.

The north and south facades each contain three first-floor windows and one second-
floor window. The garage entrance to the basement story is on the south and the
single door, used by the toll takers, is located on the north.

A délicate, limestone-colored, terra cotta cheneau crowns the building. The clearly
Art Deco flavor of the design is reminiscent of classical ‘swag and anthemion motifs. -

The interior of the building is in remarkably good condition with few alteratidns.
Pink Lepanto marble wainscoting is used in the foyer and lobby. Decorative cast
iron grills cover the radiators throughout the buildimg. Lighting fixtures are
brass in an Art Deco styling. All woodwork, including chair rails and picture
molding in some rooms,iis oak. All restrooms contain marble wainscoting and stall
dividers. TFloors are slate or terrazzo in some areas. (See photos 8-11, Figure 2)

The bridge, pylons and administration building compliment one another and represent
architectural, engineering and transportation history in both Louisville and Jeffer-
sonville,.




8 Significance

Period " Areas of Slgmflcance—Chﬁxk and justify below NA NA. ot
_NAprehistoric NA_ archéology-prehistoric . community planning landscape architecture__2*religion
_NA1400-1499 NA_ archeology-historic N conservation l\I_A_ law _NAsgcience
_NA1500-1599 A agriculture NA_economics NA _literature _NA sculpture
—NA1600-1699 _X_ architecture NA_ education NA_ military —~NAsocial/ ,
_NA1700-1799 NA_ art _X_ engineering NA_ music humanitarian
_NA1800-1899 1A commerce NA_ exploration/settlement A philosophy —4 theater

—X 1900~ NA- communications NA- industry : S ONA politics/government _y transportation

NA— invention . —394 Other (spec?fy)

- . . Mad eski & Masters Engineers
Specific dates 1928-1929 Builder/Architect pyy] Cret, Architelt 8

American Bridge Co., Contractors
Vang Construction Co., Contractors
Henry Bickel Co., Contractors

Statement of Significance (in one paragraph)

The Loulsv111e Mun1c1pal Bridge is s:Lgnlflcant as the flrst hlghway brldge across the
Ohio at Louisville, and as an engineering milestone in bridge construction. Archltec—
turally, the paired pylons on each side of the bridge and the Administration Building ’, o
are excellent and rare local examples of the Art Deco style. They also' represent the -

work of 1nternat10nally famed archltect Paul Phllllppe Cret.

By 1928, when .construction beégan on the Municipal Bridge, three railroad bridges
spanned the Ohio. The Kentucky & Indiana Terminal Railroad Bridge, in ca. 1915,
added wagon paths to either side of its bridge which linked Louisville to New Albany,
‘Indiana. But the K&I structure was not easily accessible to downtown Louisville, nor
was it sufficient to accﬁpodate large numbers of vehicles. Until the completion of
the Louisville Municipal Bridge, ferry service across the river was the predominant
means of crossing.

The need for such a bridge was long in evidence, but the rapid increase in automobile
ownership in the late teens and early twenties forced the city of Louisville to take
the issue in hand and move forward.

After a decade of discussion, debate, referendums and negotiations, the Louisville
Bridge Commission, appointed by the Louisville Board of Trade, signed a contract with
the prestigious engineering firm, Modjeski and Masters. 1Its senior partner was Ralph
Modjeski. Modjeski graduated in 1885 from Government College, Paris, France, "Ecole
des Ponts es Chaussees,'" with the degree of civil engineer and ranked at the head of
his class. Other distingui @d works include the Huey P. Long Bridge (1933-36) and the
San Francisco-Oakland Bay Bridge (1933-37). His excellence as an engineer was recog-
nized by his receipt of the coveted John Fitz gold metal for scientific and industrial
achievements in 1929, the same year that the Municipal Bridge was completed. He was,
in fact, unable to attend opening ceremonies in Louisville due to a trip to Japan as
the engineering emissary of President Herbert Hoover.

Modjeski and Masters began subcontracting in spring of 1928. The contract for the
substructure went to Vang Construction Co. of Pittsburgh. Work on the piers began in
June of 1928. 1In July, the American Bridge Co. of New York was awarded the contract
for the superstructure. Because of the delay of the purchase and demolition of the
properties in the path of the approaches in Louisville and Jeffersonville, and-because
of time constraints, it was necessary that the erection of the cantilever structure
begin in the middle of the river. The American Bridge Co., in order to accoﬁgdate this
situation, developed a new method of construction which proved to be cost and time
efficient. The method is best described in the Madjeski & Masters final report to the
Bridge Commission.
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"The American Bridge Company developed a mew method of erecting this
ccantilever structure known as their 'guy derrick system of erection.'
This system involved the use of four ordinary guy derricks for the
erection of each half of the bridge; two derricks travelling away

from each of the main tower piers, one erecting the anchor arms while
the other derrick at the same time erected the cantilever arms and
suspended span. This system of erection had the advantage of light
weight in the erection equipment, thus making it unnecessary to in-
‘crease the structural sections to provide for the erection stresses.
The power plant for the operation of the derricks was located in a
barge floating in the river at the foot of each pier, thus eliminating
the weight of all power plant on the cantilever structure. The derriks
were supported by means of top guys clamped to the tops of the mast
and fastened to the tops of the piers. The mast was secured sideways
by means of guys fastened to the floorbeams of the bridge, as well as
to a special guy beam slung under each floorbeam. The derrick itself
was mounted on a small four wheel railway truck carriage travelling

on the stringers."

The other contracts let by Modjeski and Masters were for construction of the bridge
approaches, toll houses and administration building, all of which were awarded to ‘
Henry Bickel Co. of Louisville. The lighting system contract went to F. A. Clagg Co.,
also of Louisville.

The outstanding Roman-influenced Art Deco styling of the Pylons and Administration
Building were from designs of Paul Phillippe‘Cret (1876-1945). An internationally
famed architect and educator, other examples of Cret's work include the Integrity
-Trust Building (1929), Rodin Museum (1932), the Folger Shakespeare Memorial Library
(1932). Cret, a French-born architect trained at the Ecole des Beaux Arts. in Paris,
was a teacher in the school of architecture at the University of Pennsylvania. Louis
I. Kahn (1901-74) was Cret's most famous student.

The Administration Building is an outstanding example of Cret's expéertise. The clas-
sical proportions and subtly classical architectural elements are complimented by

the Art Deco motifs throughout the design. The materials used in this small, utili-
tarian structure are of the quality expected in any fine public building. Stone,
brass, marble, terra cotta, stone, cast and wrought iron all merge in this design

to provide efficient, functional and aesthetically pleasant space.

The pylons, for which Cret is also responsible are pillars of pride and patriotism.
Every detail was carefully designed, including the lanterns and sculpted eagles.

The opening of the Louisville Municipal Bridge was one of the most heralded events in
the early twentieth century for Louisville. The method of financing the bridge, a

$5 million revenue-bond issue floated at 4%% interest to be paid off from tolls on
the city-owned bridge, gained national attention and became known as ''the Louisville
plan.”" 1Its opening meant an increase in commerce for both sides of the river and

was regarded in such glowing terms as 'dream of a century.,” "a strip of steel sus-
pended in mid air, seemingly held in place by a force like that of Atlas...", and
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